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MIX Goods-to-Person System
MIX All-in-One Solution

*Mushiny Co., Ltd. and Toshiba entered into a strategic partnership in 2023.

*MIX All-in-One Solution is a product name of Mushiny Co., Ltd. The MIX goods-to-person System and MIX All-in-One Solution sold by Toshiba may differ from the MIX All-in-One Solution sold by other companies.

Rapid retrieval of up to 240 tote* 

presentations per hour for each 

MIX workstation.

Store Efficiently

*For single station

Improve Productivity Operational Versatility

Store and transport shelves, 

totes, and pallets on a common 

AGV. Manage products from small 

to large with just one system.

Double* storage efficiency 

with extended 3.9 m (12.8 ft) high

shelves.

*For reference only, based on internal data.



Payload

Quantity of totes stored on a shelf

Maximum tote load capacity

1,500 kg (3,306 lb)

3,880(*) x 1,350 x 1,260 mm / 

12.73(*) x 4.43 x 4.13 ft (customizable)

60 totes (customizable)

300 x 400 x 600 mm / 

11.81x 15.74 x 23.62 in

30 kg / 66.14 lb

Retrieval Method

Inbound/Outbound Port

Buffer Rack Storage Capacity

Throughput

AGV : T-1500

Shelf

Tote

Workstation Orthogonal mechanism

2 ports

Maximum 38 totes

4,400 x 2,900 x 4,300 mm / 

14.44 x 9.51 x 14.11 ft

240 totes / station / hour

A Goods-to-Person System for Fast, Safe, and Flexible Handling

Specifications

AGV system with centralized management of inventory data and work instructions.

Enables safe and efficient work at the workstation.

Enhance Productivity

Buffer Rack

Safety First 

Work Station

Stable Transportation

Weight Balance Algorithm

Temporarily store up to 38 totes in the high 

capacity buffer rack and boost productivity 

by keeping high-frequency items close by. 

Realign and distribute totes based on their 

weight for best shelf balance.

Selectable single or double workstation 

setup. Obstruction detection at both 

inbound and outbound ports for added 

safety. 

Unique shelf weight balance algorithm 

simulates and distributes totes to the 

ideal layer to balance the gravitational 

center, ensuring the safe and stable 

transport of shelves.

POD / Shelf

Workstation

Buffer Rack

Inbound / Outbound Port

Tote

(*)Maximum height
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